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Technical Specification 

 

Extension ( Max.) 32 

AC Voltage 230V / 50Hz 

Power 

Consumption 

24W (Max.) 

0 °to +45°C, 20% to 

80% Humidity 

Extension Features Special Features System Features 

   

 Intercom Call 

 Auto Call Back 

 Call Forward Any 

Time 

 Call Forward When 

Busy 

 Call Follow Me 

 Call Privacy 

 Blind Call Transfer 

 Call Consult 

 Call Split 

 Call Hold 

 Call Park & Retrieve 

 Parked Call Pickup 

 Call Pickup 

 Do Not Disturb 

 Delayed Hotline 

 Undelayed Hotline 

 Intrusion 

 Barge-in 

 Remainder Alarm 

 Last Attendant Call 

Back 

 Reverse Call 

 

 

 Flexible Numbering 

 Emergency Reporting 

 Daily Alarm 

 Meet Me on 

Conference 

 Flat door lock 

 Multiple paging 

 Distinctive Ringing 

 Self Number Check 

 Self Ring Check 

 Conference( three to 

five) 

 Group Call 

 Executive Extension 

 Service Extension 

 Paging 

 Voice Prompt for Ext. 

Number 

 Voice Prompt for Port 

Number 

 Talking Caller ID 

 Voice Prompt for last 

five Missed Call, 

Received Call, Dialed 

Call 

 

 Over Voltage Protection 

 Attractive Metal Cabinet 

 Flexible Mounting Option: 

Wall Mount / Desktop 

 Surge Current Protection 

 Caller Identification 

 

Talking Caller ID Caller-ID Conference Call Back Daily Alarm Paging 

Extension Voltage 28Vdc 

Ringer Voltage 65Vac 

Dimension 310*166*107 mm 

Environment 
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